
Arki-Stool
A perfect balance
design 
Pedrali R&D, 2017

EN — Arki-Stool joins Arki collection which reviews the industrial look in 
a functional way. A steel footrest on the legs creates a nice contrast to 
the naturalness of the wood.
IT — Arki-Stool amplia la collezione Arki che rivisita il look industriale
in chiave funzionale. Un poggiapiedi in acciaio abbraccia le gambe, creando 
un piacevole contrasto con la naturalezza del legno.

https://stfsedie.it/prodotto/art-arki_stool/


ARKI-STOOL Seating / Sedute

Barstool
Sgabello

ARKW6

ARKW8

Seat adjustable in height 
with gas lift  device

Seduta regolabile in altezza 
con meccanismo a gas

Solid oak wood, 
water based fi nish 
Massello di rovere, 
fi nitura all’acquaHeight 

Altezza 
550÷650 mm

https://stfsedie.it/prodotto/art-arki_stool/
https://stfsedie.it/prodotto/art-arki_stool/


ARKI-STOOL Seating / Sedute

Height 
Altezza 
650÷755 mm

BARSTOOL  / SGABELLO BARSTOOL  / SGABELLO

ARKW6 ARKW6/2 ARKW8/2

Powder coated 
aluminum castings
Fusione in alluminio 

verniciata

https://stfsedie.it/prodotto/art-arki_stool/
https://stfsedie.it/prodotto/art-arki_stool/
https://stfsedie.it/prodotto/art-arki_stool/
https://stfsedie.it/prodotto/art-arki_stool/


lacquered oak with visible grains
rovere laccato a poro aperto

coated oak
rovere verniciato

ARKI-STOOLSeating / Sedute

BIC offi  ces
Sofi a, Bulgaria

Project: Offi  ces
Products: Arki-Stool
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Ø 500 Ø 500

Ø 425 Ø 425

Ø 335 Ø 380

Ø 335 Ø 380

SIZES  / DIMENSIONI

ARKW6
Solid oak wood, water based
fi nish barstool, steel footrest

ARKW6/2
Solid oak wood, water based fi nish 
barstool, steel footrest and padded seat

ARKW8
Solid oak wood, water based
fi nish barstool, steel footrest

ARKW8/2
Solid oak wood, water based fi nish 
barstool, steel footrest and padded seat

RS ANBI100

steel / acciaio

NERO

CERTIFICATES  / CERTIFICAZIONI

FINISHES  / FINITURE

Bleached oak
Rovere sbiancato

Black
Nero

Safety, strength and durability tests / Prove di sicurezza, resistenza e durata 
EN 1728:2012+AC2013 — EN 16139:2013 level 2 




